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Copper Cable

 Sumico is a professional developer company of cabling solutions for copper and optical 

network infrastructure. 

was established in 2006. As a trustworthy company started in Taiwan and with manufacturing 

plants in China. in 2013 company shifted to Hong Kong where the company's head office 

remains today, SUMICO has been dedicated to delivering world high quality standard 

network infrastructure products to support business-critical needs entries worldwide.

SUMICO engineers team has over 25 years experience specialize in Network Copper & fiber 

Passive cabling products. With a group of competent R&D staff and efficient, well-

coordinated workers in the production lines, we are ready to design and manufacture to 

your exact specifications for ODM/OEM requirements.

The continuous drive for innovation and quality by our in-house & Out-house R&D teams and 

by outsite and onsite manufacturing plant to providing a full range of OEM/ODM products 

services to the customers and business partners around the world.

SUMICO provide 25 year system warranty base on the End-to-End solution products to offer 

an extensive range of complete high performance solutions to address the economic and 

operational challenges faced by the IT, Infrastructure and data center managers today.

Being a responsible company that has ISO 9001/ISO 14001 certifications and possesses 

superior manufacturing, management and marketing skill, we have been devoting ourselves 

to uplifting and providing all people with a safe, secure and convenient environment. Along 

with accumulated experience and core competence in the industry, we are keen to 

innovate by developing the products with quality, reliability, creativity and added-value to 

our customers.

Stability in quality and performance in products helps us to growth in the worldwide Network 

& telecommunication market share.

We are also committed to speed, service and support in order to meet our customers' 

requirements. 

Customers' satisfaction is our top priority.
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Application:

S/FTP  Patch CordCat6A

High Speed Network Connections•
TIA-568C.2 Cat6A Performance standard•
Data Center Apllication•
Telecom Network•
Equipment Connect•
Local Area Networks•

Specification:

Outer jacket material

Propagation delay skew

Durability

Mutual Capacitance Max

Impedance

Operating temperature

Storage

FRPVC / LSZH / TPU

40ns /100M

750 Matings

nf/1000ft 17.1

100+/-15 ohms

-20°C to 75°C

-40°TO 85°

Item Value

 

  

IEC 60603-7-5 2nd Edition 

ISO/IEC 11801 2.2 Edition 

CENELEC EN 50173-1:2011 

ANSI/TIA-568-C.2 

Qualified

Standards /Complied with

Screened Cat.6A/Class EA

(10G/500MHz)

Electrical:

Contact Resistance 

Insulation Resistance

Dielectric Withstanding Voltage

The largest DC Resistance

Impedance

Max Working Capacity

Nominal Transmission Rate

max 20mW

500MW

1000V RMS

9.38W/100m

100 ( +/-)15W

5.6nF/100m

69%

Item Value

Mechanical:
Item Value

Cable Pairs Type

Cable Dielectric Material

Cable Outer Diameter

Cable Shielded Material

Cable Jacket 

Plug Operating life

Plug Contact Material

Plug Contact Planting

Plig Material

Plug Contact

Plug Blade Material 

Boot Material 

 

Cat.6A S/FTP stranded 4 pairs, 23AWG

PE

6.0±0.2mm

Brass, nickel plating

LSZH,PVC,TPU (RoHS) 

Min 750 Insertion Cycles

Phosphor Bronze

50 micto Gold plated

Poly carbonate UL94 V-0

2-contact blade for stranded wire

Phosphor bronze, gold over nickel plating

LSZH,PVC,TPU

Conductor

Insulation

Al Foil

Braiding

Drain Wire

Jacket

Available Colors:
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SUMICO, Patch Cord, NOn-Injected, Cat6A, FTP, PVC, Light Grey, 1m

Example:SU-CPC-23227-2

SU Type

1=injected

2=Non-Injected

Product Category

CPC=Patch Cord

Cable 

Structure

1=UTP

2=FTP

3=SFTP

Cable Type
Jacket

Material

1=PVC

2=LSZH

3=PE

4=TPU

Cable Color

0=Black

1=Orange

2=Dark Blue

3=Purple

4=Red

5=Yellow

6=Dark Grey

7=Light Grey

X=Options

Patch Cord

Length

0=0.3 Meter

1=0.5 Meter

2=1 Meter

3=2 Meter

4=3 Meter

5=5 Meter

6=10 Meter

7=15 Meter

8=20 Meter

X=Option

1=Cat3

2=Cat5e

3=Cat6

4=Cat6A

5=Cat7

6=Cat7A

7=Cat8

Cable 

Category
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Conductor

Insulation

Al Foil

Jacket

Drain Wire

Application:

U/FTP  Patch CordCat6A

High Speed Network Connections•
TIA-568C.2 Cat6A Performance standard•
Data Center Apllication•
Telecom Network•
Equipment Connect•
Local Area Networks•

Specification:

Outer jacket material

Propagation delay skew

Durability

Mutual Capacitance Max

Impedance

Operating temperature

Storage

FRPVC / LSZH / TPU

40ns /100M

750 Matings

nf/1000ft 17.1

100+/-15 ohms

-20°C to 75°C

-40°TO 85°

Item Value

 

  

IEC 60603-7-5 2nd Edition 

ISO/IEC 11801 2.2 Edition 

CENELEC EN 50173-1:2011 

ANSI/TIA-568-C.2 

Qualified

Standards /Complied with

Unscreened Cat.6A/Class EA

(10G/500MHz)

Electrical:

Contact Resistance 

Insulation Resistance

Dielectric Withstanding Voltage

The largest DC Resistance

Impedance

Max Working Capacity

Nominal Transmission Rate

max 20mW

500MW

1000V RMS

9.38W/100m

100 ( +/-)15W

5.6nF/100m

69%

Item Value

Mechanical:
Item Value

Cable Pairs Type

Cable Dielectric Material

Cable Outer Diameter

Cable Shielded Material

Cable Jacket 

Plug Operating life

Plug Contact Material

Plug Contact Planting

Plig Material

Plug Contact

Plug Blade Material 

Boot Material 

 

Cat.6A U/FTP stranded 4 pairs, 23AWG

PE

5.8±0.2mm

Brass, nickel plating

LSZH,PVC,TPU (RoHS) 

Min 750 Insertion Cycles

Phosphor Bronze

50 micto Gold plated

Poly carbonate UL94 V-0

2-contact blade for stranded wire

Phosphor bronze, gold over nickel plating

LSZH,PVC,TPU

Available  Colors:
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SUMICO, Patch Cord, Non-Injected, Cat6, FTP, LSZH, Light Grey, 0.5m

Example:SU-CPC-23227-1

SU Type

1=injected

2=Non-Injected

Product Category

CPC=Patch Cord

Cable 

Structure

1=UTP

2=FTP

3=SFTP

Cable Type
Jacket

Material

1=PVC

2=LSZH

3=PE

4=TPU

Cable Color

0=Black

1=Orange

2=Dark Blue

3=Purple

4=Red

5=Yellow

6=Dark Grey

7=Light Grey

X=Options

Patch Cord

Length

0=0.3 Meter

1=0.5 Meter

2=1 Meter

3=2 Meter

4=3 Meter

5=5 Meter

6=10 Meter

7=15 Meter

8=20 Meter

X=Option

1=Cat3

2=Cat5e

3=Cat6

4=Cat6A

5=Cat7

6=Cat7A

7=Cat8

Cable 

Category

6 www.sumico.com
Copper Patch Cord



Application:

S/UTP  Patch CordCat6

10/100/1000 Mbps.Network Connections•
TIA-568C.2 Cat6 Performance standard•
Telecom Network•
Equipment Connect•
Local Area Networks•

Specification:

Outer jacket material

Propagation delay skew

Durability

Mutual Capacitance Max

Impedance

Operating temperature

Storage

PVC / LSZH / TPU

40ns /100M

750 Matings

nf/1000ft 17.1

100+/-15 ohms

-20°C to 75°C

-40°TO 85°

Item Value

 

  

ISO/IEC11801:2002

ANSI/TIA/EIA-568-C.2 

Qualified

Standards /Complied with

screened Cat.6/Class E

Connecting Hardware

Electrical:

Contact Resistance 

Insulation Resistance

Dielectric Withstanding Voltage

The largest DC Resistance

Impedance

Max Working Capacity

Nominal Transmission Rate

max 20mW

500MW

1000V RMS

9.38W/100m

100 ( +/-)15W

5.6nF/100m

69%

Item Value

Mechanical:
Item Value

Cable Pairs Type

Cable Dielectric Material

Cable Outer Diameter

Cable Shielded Material

Cable Jacket 

Plug Operating life

Plug Contact Material

Plug Contact Planting

Plig Material

Plug Contact

Plug Blade Material 

Boot Material 

 

Cat.6 S/UTP stranded 4 pairs, 23AWG

PE

6.0±0.2mm

Brass, nickel plating

LSZH,PVC,TPU (RoHS) 

Min 750 Insertion Cycles

Phosphor Bronze

50 micto Gold plated

Poly carbonate UL94 V-0

2-contact blade for stranded wire

Phosphor bronze, gold over nickel plating

LSZH,PVC,TPU

Insulation

Drain Wire

Polyesters Layer
AL Foil

Conductor

Central Cross

Braiding

Jacket

Available Colors:
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SUMICO, Patch Cord, Injected, Cat6, UTP, PVC, Light Grey, 0.5m

Example:SU-CPC-13117-1

SU Type

1=injected

2=Non-Injected

Product Category

CPC=Patch Cord

Cable 

Structure

1=UTP

2=FTP

3=SFTP

Cable Type
Jacket

Material

1=PVC

2=LSZH

3=PE

4=TPU

Cable Color

0=Black

1=Orange

2=Dark Blue

3=Purple

4=Red

5=Yellow

6=Dark Grey

7=Light Grey

X=Options

Patch Cord

Length

0=0.3 Meter

1=0.5 Meter

2=1 Meter

3=2 Meter

4=3 Meter

5=5 Meter

6=10 Meter

7=15 Meter

8=20 Meter

X=Option

1=Cat3

2=Cat5e

3=Cat6

4=Cat6A

5=Cat7

6=Cat7A

7=Cat8

Cable 

Category
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Insulation

Jacket

Conductor

Central Cross

Application:

UTP  Patch CordCat6

10/100/1000 Mbps.Network Connections•
TIA-568C.2 Cat6 Performance standard•
Telecom Network•
Equipment Connect•
Local Area Networks•

Specification:

Outer jacket material

Propagation delay skew

Durability

Mutual Capacitance Max

Impedance

Operating temperature

Storage

PVC / LSZH / TPU

40ns /100M

750 Matings

nf/1000ft 17.1

100+/-15 ohms

-20°C to 75°C

-40°TO 85°

Item Value

 

  

ISO/IEC11801:2002

ANSI/TIA/EIA-568-C.2 

Qualified

Standards /Complied with

screened Cat.6/Class E

Connecting Hardware

Electrical:

Contact Resistance 

Insulation Resistance

Dielectric Withstanding Voltage

The largest DC Resistance

Impedance

Max Working Capacity

Nominal Transmission Rate

max 20mW

500MW

1000V RMS

9.38W/100m

100 ( +/-)15W

5.6nF/100m

69%

Item Value

Mechanical:
Item Value

Cable Pairs Type

Cable Dielectric Material

Cable Outer Diameter

Cable Shielded Material

Cable Jacket 

Plug Operating life

Plug Contact Material

Plug Contact Planting

Plig Material

Plug Contact

Plug Blade Material 

Boot Material 

 

Cat.6 UTP stranded 4 pairs, 23AWG

PE

5.6±0.2mm

Brass, nickel plating

LSZH,PVC,TPU (RoHS) 

Min 750 Insertion Cycles

Phosphor Bronze

50 micto Gold plated

Poly carbonate UL94 V-0

2-contact blade for stranded wire

Phosphor bronze, gold over nickel plating

LSZH,PVC,TPU

Available Colors:
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SUMICO, Patch Cord, Injected, Cat6, UTP, PVC, Light Grey, 1m

Example:SU-CPC-13117-2

SU Type

1=injected

2=Non-Injected

Product Category

CPC=Patch Cord

Cable 

Structure

1=UTP

2=FTP

3=SFTP

Cable Type
Jacket

Material

1=PVC

2=LSZH

3=PE

4=TPU

Cable Color

0=Black

1=Orange

2=Dark Blue

3=Purple

4=Red

5=Yellow

6=Dark Grey

7=Light Grey

X=Options

Patch Cord

Length

0=0.3 Meter

1=0.5 Meter

2=1 Meter

3=2 Meter

4=3 Meter

5=5 Meter

6=10 Meter

7=15 Meter

8=20 Meter

X=Option

1=Cat3

2=Cat5e

3=Cat6

4=Cat6A

5=Cat7

6=Cat7A

7=Cat8

Cable 

Category
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Insulation

Drain Wire

Braiding

Jacket

Conductor

Application:

S/UTP  Patch CordCat5e

10/100/1000 Mbps.Network Connections•
TIA-568C.2 Cat6 Performance standard•
Telecom Network•
Equipment Connect•

Specification:

Outer jacket material

Propagation delay skew

Durability

Mutual Capacitance Max

Impedance

Operating temperature

Storage

PVC / LSZH / TPU

40ns /100M

750 Matings

nf/1000ft 17.1

100+/-15 ohms

-20°C to 75°C

-40°TO 85°

Item Value

 

  

ISO/IEC11801:2002

ANSI/TIA/EIA-568-C.2,Cat5e 

Qualified

Standards /Complied with

screened Cat.6/Class E

Connecting Hardware

Electrical:

Contact Resistance 

Insulation Resistance

Dielectric Withstanding Voltage

The largest DC Resistance

Impedance

Max Working Capacity

Nominal Transmission Rate

max 20mW

500MW

1000V RMS

9.38W/100m

100 ( +/-)15W

5.6nF/100m

69%

Item Value

Mechanical:
Item Value

Cable Pairs Type

Cable Dielectric Material

Cable Outer Diameter

Cable Shielded Material

Cable Jacket 

Plug Operating life

Plug Contact Material

Plug Contact Planting

Plig Material

Plug Contact

Plug Blade Material 

Boot Material 

 

Cat.5e S/UTP stranded 4 pairs, 23AWG

PE

5.3±0.2mm

Mylar Tape, Drain Wire, AL-Mylar Tape

LSZH,PVC,TPU (RoHS) 

Min 750 Insertion Cycles

Phosphor Bronze

50 micto Gold plated

Poly carbonate UL94 V-0

2-contact blade for stranded wire

Phosphor bronze, gold over nickel plating

LSZH,PVC,TPU

Available Colors:
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SUMICO, Patch Cord, Injected, Cat5e, UTP, LSZH, Light Grey, 0.5m

Example:SU-CPC-12127-1

SU Type

1=injected

2=Non-Injected

Product Category

CPC=Patch Cord

Cable 

Structure

1=UTP

2=FTP

3=SFTP

Cable Type
Jacket

Material

1=PVC

2=LSZH

3=PE

4=TPU

Cable Color

0=Black

1=Orange

2=Dark Blue

3=Purple

4=Red

5=Yellow

6=Dark Grey

7=Light Grey

X=Options

Patch Cord

Length

0=0.3 Meter

1=0.5 Meter

2=1 Meter

3=2 Meter

4=3 Meter

5=5 Meter

6=10 Meter

7=15 Meter

8=20 Meter

X=Option

1=Cat3

2=Cat5e

3=Cat6

4=Cat6A

5=Cat7

6=Cat7A

7=Cat8

Cable 

Category
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Insulation

Jacket

Conductor

Application:

UTP  Patch CordCat5e

10/100/1000 Mbps.Network Connections•
TIA-568C.2 Cat6 Performance standard•
Telecom Network•
Equipment Connect•

Specification:

Outer jacket material

Propagation delay skew

Durability

Mutual Capacitance Max

Impedance

Operating temperature

Storage

PVC / LSZH / TPU

40ns /100M

750 Matings

nf/1000ft 17.1

100+/-15 ohms

-20°C to 75°C

-40°TO 85°

Item Value

 

  

ISO/IEC11801:2002

ANSI/TIA/EIA-568-C.2,Cat5e 

Qualified

Standards /Complied with

Unscreened Cat.5/Class E

Connecting Hardware

Electrical:

Contact Resistance 

Insulation Resistance

Dielectric Withstanding Voltage

The largest DC Resistance

Impedance

Max Working Capacity

Nominal Transmission Rate

max 20mW

500MW

1000V RMS

9.38W/100m

100 ( +/-)15W

5.6nF/100m

69%

Item Value

Mechanical:
Item Value

Cable Pairs Type

Cable Dielectric Material

Cable Outer Diameter

Cable Jacket 

Plug Operating life

Plug Contact Planting

Plig Material

Plug Contact

Plug Blade Material 

Boot Material 

 

Cat.5e UTP stranded 4 pairs, 24AWG

PE

5.3±0.2mm

LSZH,PVC,TPU (RoHS) 

Min 750 Insertion Cycles

50 micto Gold plated

Poly carbonate UL94 V-0

2-contact blade for stranded wire

Phosphor bronze, gold over nickel plating

LSZH,PVC,TPU

Available Colors:
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SUMICO, Patch Cord, Injected, Cat5e, UTP, LSZH, Light Grey, 0.5m

Example:SU-CPC-12127-1

SU Type

1=injected

2=Non-Injected

Product Category

CPC=Patch Cord

Cable 

Structure

1=UTP

2=FTP

3=SFTP

Cable Type
Jacket

Material

1=PVC

2=LSZH

3=PE

4=TPU

Cable Color

0=Black

1=Orange

2=Dark Blue

3=Purple

4=Red

5=Yellow

6=Dark Grey

7=Light Grey

X=Options

Patch Cord

Length

0=0.3 Meter

1=0.5 Meter

2=1 Meter

3=2 Meter

4=3 Meter

5=5 Meter

6=10 Meter

7=15 Meter

8=20 Meter

X=Option

1=Cat3

2=Cat5e

3=Cat6

4=Cat6A

5=Cat7

6=Cat7A

7=Cat8

Cable 

Category
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